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Product group description

Flow-optimised press connector system with press connectors made of gunmetal and stainless steel and
multi-layer pipes. Multi-layer pipe, dimensionally stable, oxygen seal, colour: white. Press connectors with
PPSU support body to ensure the leak tightness and mechanical strength of the connection. Safe and fast
connection without widening or calibration of the pipe ends through O-ring-free press technology in all pipe
dimensions. For protection pipes are equipped with pipe plugs. Suitable for concealed and pre-wall
installations of riser pipes and floor installations.

Multi-layer pipe
White exterior colour
Suitable for potable water and heating installations

Marking
Manufacturer, pipe dimension, batch, green dot on press end, system approvals

Press connector with SC-Contur
Inadvertently unpressed connections become visibly leaky when the system is filled.
Viega guarantees the detection of unpressed connections in the following pressure ranges:
Min. water pressure: 0.1 MPa / 100 kPa / 1 bar / 14.5 PSI
Max. water pressure: 0.65 MPa / 650 kPa / 6.5 bar / 94.3 PSI
Min. air pressure: 22 hPa / 2.2 kPa / 22 mbar / 0.3 PSI
Max. air pressure: 0.3 MPa / 300 kPa / 3 bar / 43.5 PSI

Dimensions
d16–63

Tools
The functional safety of Viega press connector systems depends primarily on the faultless condition of the
press tools used. Viega recommends the use of Viega press tools for pressing Viega press connectors. Viega
press tools have to be regularly maintained by authorised service partners.

Areas of application
Potable water
Heating systems
Rainwater
Compressed air systems

Note
The press connector system Viega Smartpress is suitable for the creation of potable water installations
according to DIN 1988‑200 and EN 806‑2 in consideration of the selection of material in accordance with
DIN EN 12502‑1 and according to the evaluation basis for metallic materials in contact with potable water of
the Umweltbundesamt (UBA) (German Federal Environment Agency). When used for other areas of use and
when in doubt about the right selection of material, please contact Viega. Detailed information about
applications, restrictions and national standards and directives can be found in the product information, either
printed or on the Viega website.

Operating conditions for potable water installations
Operating temperature max. 70 °C / 158 °F
Operating pressure max. 1.0 MPa / 10 bar / 145 PSI
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Operating conditions heating installations
Operating temperature max. 80 °C / 176 °F
Operating pressure max. 1.0 MPa / 10 bar / 145 PSI

Press connector material
Gunmetal: CC499K
Stainless steel 1.4401

Subject to change without prior notice!
Latest Z- and installation dimensions as well as further technical information can be found on the Viega website
and have to be checked before purchase, planning, construction work and use. Our products are continuously
optimised.

This product description contains important information on choice of product and system, mounting,
commissioning as well as intended use and, if required, on maintenance measures. This information on
products, their features and application techniques is based on currently valid standards in Europe (e.g. EN)
and/or in Germany (e.g. DIN/DVGW). Some passages in the text may refer to technical regulations in
Europe/Germany. These should be considered as recommendations for other countries where no
corresponding national requirements exist. The relevant national laws, standards, regulations, directives and
other technical provisions take priority over the German/European directives specified in this product
description: The information herein is not binding for other countries and regions and should be understood as
recommendation.
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Permitted pipes

PE-Xc/Al/PE-Xc 4703.0 607 258 16.0 2.0

PE-Xc/Al/PE-Xc 4703.0 607 272 20.0 2.3

PE-Xc/Al/PE-Xc 4703.0 607 289 25.0 2.8

PE-Xc/Al/PE-Xc 4703.0 586 935 32.0 3.2

PE-Xc/Al/PE-Xc 4703.0 586 942 40.0 3.5

PE-Xc/Al/PE-Xc 4703.0 588 052 50.0 4.0

PE-Xc/Al/PE-Xc 4703.0 588 069 63.0 4.5

PE-Xc/Al/PE-Xc 4705.0 607 210 16.0 2.0

PE-Xc/Al/PE-Xc 4705.0 607 234 20.0 2.3

PE-Xc/Al/PE-Xc 4705.0 607 241 25.0 2.8

PE-Xc/Al/PE-Xc 4705.0 699 208 32.0 3.2

PE 4704.0 607 302 16.0 2.0
Black protective

pipe

PE 4704.0 607 326 20.0 2.3
Black protective

pipe

PE 4704.0 761 455 25.0 2.8
Black protective

pipe

PE-Xc/Al/PE-Xc 4704.1 691 455
16.0

2.0 Blue protective pipe

PE-Xc/Al/PE-Xc 4704.1 691 462 2.0 Red protective pipe

PE-Xc/Al/PE-Xc 4704.1 691 479
20.0

2.3 Blue protective pipe

PE-Xc/Al/PE-Xc 4704.1 691 486 2.3 Red protective pipe

PE-Xc/Al/PE-Xc 4705.5 734 060

16.0

2.0

Surrounding
insulation 6 mm
blue (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.5 734 077 2.0
Surrounding

insulation 6 mm red
(λ=0.040 W/(mK))

PE-Xc/Al/PE-Xc 4705.5 751 401

20.0

2.3

Surrounding
insulation 6 mm
blue (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.5 751 418 2.3
Surrounding

insulation 6 mm red
(λ=0.040 W/(mK))

PE-Xc/Al/PE-Xc 4705.1 679 606

16.0

2.0

PE-RT/Al/PE-RT 4705.0 751 425 2.0

PE-RT/Al/PE-RT 4705.0 751 432 2.0

PE-RT/Al/PE-RT 4708.0 662 585 2.0

PE-RT/Al/PE-RT 4708.0 662 592 20.0 2.3

Permitted pipes

Pipe material Model Article External Ø Wall thickness Equipments
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PE-RT/Al/PE-RT 4708.1 662 608

16.0

2.0
Black PE protective

pipe

PE-RT/Al/PE-RT 4708.5 662 622 2.0

Surrounding
insulation 6 mm
blue (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.6 607 388

25.0

2.8

Surrounding
insulation 9 mm
blue (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.6 784 805 2.8
Surrounding

insulation 9 mm red
(λ=0.040 W/(mK))

PE-Xc/Al/PE-Xc 4705.6 761 202

32.0

3.2

Surrounding
insulation 9 mm
blue (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.6 784 812 3.2
Surrounding

insulation 9 mm red
(λ=0.040 W/(mK))

PE-Xc/Al/PE-Xc 4705.4 830 755 16.0 2.0

Surrounding
insulation 13 mm
grey (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.4 830 762 20.0 2.3

Surrounding
insulation 13 mm
grey (λ=0.040

W/(mK))

PE-Xc/Al/PE-Xc 4705.4 830 779 25.0 2.8

Surrounding
insulation 13 mm
grey (λ=0.040

W/(mK))

Permitted pipes

Pipe material Model Article External Ø Wall thickness Equipments
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Certificates

Certificates

AENOR Certificate

Viega Smartpress

BULGARKONTROLA Certificate of Conformity

Viega Smartpress

EMI
EMI certificate

Profipress, Sanpress, Easytop, Sanpress Inox, Pexfit Pro Fosta, Smartpress, gunmetal
threaded fittings

EMI
EMI Certificate of Constancy of Performance

Smartpress/Pexfit Pro pipes

IKRAM Product Certificate of Conformity

Smartpress/Pexfit Pro, PE-Xc/Al/PE-Xc

IKRAM Product Certificate of Conformity

Smartpress, copper alloy/PPSU fittings

KIWA Product certificate

PE-Xc/Al pipes

KIWA Product certificate

Viega Smartpress PE-RT/Al/PE-RT piping system

KIWA Product certificate

PPSU Fittings

KIWA Product certificate

Viega Smartpress PE-Xc/Al/PE-Xc piping system

KIWA Product certificate

PE-RT/Al pipes

KIWA Product certificate

Metal fittings for plastic piping system Pexfit Pro/Smartpress

Viega Smartpress - We reserve the right to effect changes. © Viega (08/02/2026) page 7 / 11



Certificates

KOMO Product certificate

PE-Xc/Al pipes

KOMO Product certificate

PPSU Fittings

KOMO Product certificate

Viega Smartpress PE-RT/Al/PE-RT piping system

KOMO Product certificate

PE-RT/Al pipes

KOMO Product certificate

Viega Smartpress PE-Xc/Al/PE-Xc piping system

KOMO Product certificate

Metal fittings for plastics piping system Pexfit Pro/Smartpress

KOMO Product certificate

Flexible corrugated protection pipes of PE

UKRCERTIFICATIOn
LLC UKRCertification Certificate of conformity

Pexfit Pro, Smartpress

STL
Singaopre Test Lab Test Certificate

Smartpress

SINTEF
SINTEF Certificate

Viega Smartpress

VIK-HR Certificate of Constancy of Performance

Smartpress PE-Xc/Al/PE-Xc

VUPS
VUPS Certificate

Viega Smartpress
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Certificates

WRAS Certificate

Viega Smartpress
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Legal notices

The liability period for our products within the scope of our liability insurance covers a period of 5 years from
date of installation and ends at the latest 10 years after delivery by Viega.                                             

Within this period, we are liable for design defect, faulty material, manufacturing defect and failure to instruct
for which we are responsible. The validity of the warranty is subject to correct handling of the products in
accordance with our current assembly instructions and technical documentation as well as adherence to the
recognized standards of technology. The warranty does not apply in cases of incorrect and non-professional
installation.

The Viega system tools such as press tools, press jaws, press rings, Steptec punches, pipe cutters, calibrating
tools etc. are subject to a two-year warranty period from date of purchase at the wholesaler.

Legal notices
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Imprint

Viega GmbH & Co. KG
Viega Platz 1
57439 Attendorn
Germany
Phone: +49/2722/61-0
Fax: +49/2722/61-1566

The Viega GmbH & Co. KG is represented by the general partners: Viega Management B.V. (Managing
directors: Michael Klenz, Sebastian Lelgemann) and Viega Management GmbH (Managing directors: Michael
Klenz, Sebastian Lelgemann)

The Submittal Package contains non-binding information that is being provided to you. All contents in the
Submittal Package have been compiled with the greatest possible care and attention. Despite this, we are
unable to guarantee that the information is up to date, accurate and complete. Placing an order does not
automatically render the Submittal Package part of the contract.

Imprint
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