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Product group description

Flow-optimised press connector system made of CuNiFe alloy for CuNiFe pipes. Especially suitable for
applications involving seawater. Press connectors for protecting the sealing element equipped with cylindrical
pipe guide. Press connectors from d76.1 with stainless steel cutting ring to ensure the mechanical strength of
the connection. The pressing force is located before and behind the sealing element seat. Suitable for
installations of manifolds and riser pipes.

Marking
Manufacturer, brand name, pipe dimension, batch, detachable orange label as press indicator from d76.1

Sealing elements
EPDM (ethylene propylene diene rubber), black, pre-assembled

Dimensions
d15–54 and 76.1–108.0

Tools
The functional safety of Viega press connector systems depends primarily on the faultless condition of the
press tools used. Viega recommends the use of Viega press tools for pressing Viega press connectors. Viega
press tools have to be regularly maintained by authorised service partners.

Areas of application in shipbuilding
Fire extinguisher and sprinkler systems
Seawater cooling
Bilge and ballast systems
Seawater desalination systems

Note
Use of the system for areas of application and media other than those described must be agreed in
consultation with Viega! Detailed information about applications, restrictions and national standards and
directives can be found in the product information, either printed or on the Viega website.

Note – Standards and approvals
Press connector approvals in accordance with Lloyd's Register, DNV, RINA, Bureau Veritas, American Bureau
of Shipping, Class NK, China Classification Society, IRClass.

Press connector material
CuNiFe

Subject to change without prior notice!
Latest Z- and installation dimensions as well as further technical information can be found on the Viega website
and have to be checked before purchase, planning, construction work and use. Our products are continuously
optimised.
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This product description contains important information on choice of product and system, mounting,
commissioning as well as intended use and, if required, on maintenance measures. This information on
products, their features and application techniques is based on currently valid standards in Europe (e.g. EN)
and/or in Germany (e.g. DIN/DVGW). Some passages in the text may refer to technical regulations in
Europe/Germany. These should be considered as recommendations for other countries where no
corresponding national requirements exist. The relevant national laws, standards, regulations, directives and
other technical provisions take priority over the German/European directives specified in this product
description: The information herein is not binding for other countries and regions and should be understood as
recommendation.
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Areas of application

System name: Seapress

Areas of application Properties Values

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

min. operating temperature -25 °C / -13 °F

max. operating temperature 105 °C / 221 °F

low-pressure steam systems
without additives
sealing elements replaced for FKM

max. operating pressure 0.1 MPa / 1 bar / 14.5 psi

max. operating temperature 120 °C / 248 °F

in accordance with DIN EN 12 828

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

max. operating temperature 105 °C / 221 °F

Antifrogen N / Clariant
Antifrogen L / Clariant
Antifrogen Sol (solar installations) / Clariant
Ethylene glycol (Ethane-1,2-diol)
propylene glycol (1.2-propandiol)
Tyfoxit / Tyforop Chemie
Tyfocor / Tyforop Chemie
corrosion protection for non-alloyed steel pipes in
accordance with AGI Q151

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

min. operating temperature -25 °C / -13 °F

max. operating temperature 110 °C / 230 °F

oil concentration <= 25 mg/m³

d12–108.0

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

max. operating temperature 60 °C / 140 °F

oil concentration >= 25 mg/m³

d12–108.0
sealing elements replaced for FKM

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

max. operating temperature 60 °C / 140 °F

P (absolute) = 1hPa
max. operating temperature 70 °C / 158 °F

d12–54

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

max. operating temperature 60 °C / 140 °F

d64.0–108.0

max. operating pressure 1 MPa / 10 bar / 145 psi

max. operating temperature 60 °C / 140 °F

from vapour
without impurities

max. operating pressure 1.6 MPa / 16 bar / 232.1 psi

max. operating temperature 110 °C / 230 °F

Areas of application

Cooling water (closed circuit)

Vapour

Heating systems

Air conditioning systems

Compressed air

Compressed air

Coarse vacuum

Synthetic air

Synthetic air

Condensate
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Certificates

Certificates

Bureau Veritas Type Approval Certificate

Seapress

CCS Certificate of Type Approval

Sanpress Inox, Seapress, Profipress

Class NK Type Approval Certificate

Seapress, Seapress XL, Profipress and Sanpress Inox

DNV GL Type Approval Certificate

Seapress, - XL, Profipress, -XL, Sanpress, - XL, Sanpress Inox, -XL

IRS Type Approval Certificate

Seapress, Sanpress, Sanpress Inox, Profipress

Lloyd´s Register Type Approval Certificate

Seapress

RINA Type Approval Certificate

Seapress and Seapress XL
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Z dimensions

Article d Z [mm] L [mm]

556 570 76.1 99 149

556 563 88.9 115 165

556 556 108.0 138 198

Article d Z [mm] L1 [mm] L2 [mm]

556 525 76.1 99 149 147

556 532 88.9 115 165 162

556 549 108.0 138 198 195

Z dimensions

 

Seapress XL Elbow 90°
CuNiFe
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Model 0316XL

-
-

 

Seapress XL Elbow 90°
CuNiFe
press connection, plug-in end

Components
EPDM sealing element, cutting ring, separator ring
Model 0316.1XL

-
-
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Article d Z [mm] L [mm]

556 617 76.1 46 96

556 624 88.9 52 102

556 631 108.0 61 121

Article d1 d2 d3 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm]

453 473 15 15 15 19 11 19 41 33 41

453 480 22 22 22 22 15 22 45 38 45

453 497 28 28 28 24 19 24 48 43 48

453 503 35 35 35 26 22 26 52 48 52

453 534 42 35 42 22 29 22 58 55 58

453 510 42 42 42 29 29 29 65 65 65

453 541 54 35 54 26 35 26 68 61 68

453 558 54 42 54 29 35 29 69 71 69

453 527 54 54 54 35 35 35 75 75 75

Z dimensions

 

Seapress XL Elbow 45°
CuNiFe
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Model 0326XL

-
-

 

Seapress T-piece
CuNiFe
press connections

Components
EPDM sealing elements
Model 0318

-
-
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Article d1 d2 d3 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm]

453 794 76.1 35 76.1 30 50 30 80 77 80

453 800 76.1 54 76.1 40 50 40 90 90 90

556 228 76.1 76.1 76.1 51 53 51 101 103 101

453 824 88.9 35 88.9 30 57 30 80 83 80

453 831 88.9 54 88.9 40 57 40 90 98 90

453 848 88.9 76.1 88.9 51 59 51 101 109 101

556 235 88.9 88.9 88.9 57 59 57 107 109 107

453 862 108.0 54 108.0 41 66 41 101 107 101

453 879 108.0 76.1 108.0 52 69 52 112 119 112

556 242 108.0 108.0 108.0 68 72 68 128 132 128

Article d1 Rp d2 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm] SS [mm]

453 749 35 ¾ 35 20 36 20 46 47 46 30

453 756 42 ¾ 42 17 42 17 53 53 53 30

453 763 54 ¾ 54 20 46 20 60 57 60 30

SS = spanner size

Z dimensions

 

Seapress XL T-piece
CuNiFe
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Model 0318XL

-
-

 

Seapress T-piece
CuNiFe
press connections, Rp-thread

Components
EPDM sealing elements, polygon
Model 0317.2

-
-
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Article d1 Rp d2 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm] SS [mm]

453 770 76.1 ¾ 76.1 25 48 25 75 62 75 30

SS = spanner size

Article d1 NPT d2 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm] SS [mm]

461 072 35 ¾ 35 20 32 20 46 46 46 30

461 089 42 ¾ 42 17 38 17 53 53 53 30

461 096 54 ¾ 54 20 43 20 60 57 60 30

SS = spanner size

Article d R Z [mm] L [mm] SS [mm]

452 971 15 ½ 22 44 22

452 995 22 ¾ 27 50 28

452 988 28 1 31 55 36

453 008 35 1¼ 36 62 43

SS = spanner size

Z dimensions

 

Seapress XL T-piece
CuNiFe
press connections, Rp-thread

Components
EPDM sealing elements, cutting rings, separator rings, polygon
Model 0317.2XL

-
-

 

Seapress T-piece
CuNiFe
press connections, NPT female thread

Components
EPDM sealing elements, polygon
Model 0317.5

-
-

 

Seapress Adapter
CuNiFe
press connection, R-thread

Components
EPDM sealing element, polygon
Model 0311

-
-
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Article d R Z [mm] L [mm] SS [mm]

453 015 42 1½ 36 72 50

453 022 54 2 40 80 68

SS = spanner size

Article d NPT Z [mm] L [mm] SS [mm]

460 792 15 ½ 25 47 22

460 815 22 ¾ 29 52 28

460 822 28 1 34 58 36

461 157 35 1¼ 38 64 43

461 164 42 1½ 36 72 50

461 171 54 2 39 79 68

SS = spanner size

Z dimensions

 

Seapress Adapter
CuNiFe
press connection, R-thread

Components
EPDM sealing element, polygon
Model 0311

-
-

 

Seapress Adapter
CuNiFe
press connection, NPT male thread

Components
EPDM sealing element, polygon
Model 0311.5

-
-
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Article d Rp Z [mm] L [mm] SS [mm]

453 039 15 ½ 7 44 26

453 046 22 ¾ 8 47 31

453 053 28 1 9 52 38

453 060 35 1¼ 6 54 47

453 084 42 1½ 11 69 53

453 091 54 2 14 80 70

SS = spanner size

Article d NPT Z [mm] L [mm] SS [mm]

461 188 15 ½ 7 43 26

461 195 22 ¾ 8 45 31

461 201 28 1 10 51 38

461 218 35 1¼ 9 52 47

461 225 42 1½ 11 64 53

461 249 54 2 13 71 70

SS = spanner size

Z dimensions

 

Seapress Adapter
CuNiFe
press connection, Rp-thread

Components
EPDM sealing element, polygon
Model 0312

-
-

 

Seapress Adapter
CuNiFe
press connection, NPT female thread

Components
EPDM sealing element, polygon
Model 0312.5

-
-
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Article d Z [mm] L [mm]

556 495 76.1 25 125

556 501 88.9 25 125

556 518 108.0 27 147

Article d R Z [mm] L [mm] SS1 [mm] SS2 [mm]

477 172 15 ½ 44 66 30 27

477 189 22 ½ 48 71 37 34

477 196 22 ¾ 49 73 37 34

477 202 28 1 57 81 46 44

477 219 35 1¼ 62 88 53 50

534 684 42 1½ 66 101 60 55

SS1, SS2 = spanner size

Z dimensions

 

Seapress XL Coupling
stop feature
CuNiFe
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Model 0315XL

-
-

 

Seapress Adapter union
CuNiFe
press connection, R-thread
flat sealing

Components
EPDM flat gasket, EPDM sealing element, polygon
Model 0365

-
-
-
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Article d NPT Z [mm] L [mm] SS1 [mm] SS2 [mm]

477 226 15 ½ 44 66 30 27

477 233 22 ½ 48 72 37 34

477 240 22 ¾ 50 73 37 34

477 264 28 1 58 81 46 44

477 257 35 1¼ 61 87 53 50

534 691 42 1½ 68 104 60 55

SS1, SS2 = spanner size

Article d Ø1 [mm] Ø2 [mm] L1 [mm] L2 [mm]

454 067 22 27 58 67 39

454 074 28 32 68 70 42

454 081 35 40 78 75 47

454 098 42 47 88 88 55

454 104 54 59 102 91 58

Ø1, Ø2 = diameter

Z dimensions

 

Seapress Adapter union
CuNiFe
press connection, NPT male thread
flat sealing

Components
EPDM flat gasket, EPDM sealing element, polygon
Model 0365.5

-
-
-

 

Seapress Flange
for loose flange PN 10/16
CuNiFe
plug-in end
[!tl-missing:PM-000143]

Model 0359.3

-
-
-
-
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Article d Ø1 [mm] Ø2 [mm] L1 [mm] L2 [mm]

454 111 76.1 78 122 100 67

454 128 88.9 91 138 100 62

454 135 108.0 110 158 110 72

Ø1, Ø2 = diameter

Z dimensions

 

Seapress XL Flange
for loose flange PN 10/16
CuNiFe
plug-in end
[!tl-missing:PM-000143]

Model 0359.3XL

-
-
-
-
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Model Page No.

0311 10

0311.5 11

0312 12

0312.5 12

0315XL 13

0316.1XL 7

0316XL 7

0317.2 9

0317.2XL 10

0317.5 10

0318 8

0318XL 9

0326XL 8

0359.3 14

0359.3XL 15

0365 13

0365.5 14

Model number directory

Z dimensions

Seapress - We reserve the right to effect changes. © Viega (08/02/2026) page 16 / 19



Article Page No.

452 971 10

452 988 10

452 995 10

453 008 10

453 015 11

453 022 11

453 039 12

453 046 12

453 053 12

453 060 12

453 084 12

453 091 12

453 473 8

453 480 8

453 497 8

453 503 8

453 510 8

453 527 8

453 534 8

453 541 8

453 558 8

453 749 9

453 756 9

453 763 9

453 770 10

453 794 9

453 800 9

453 824 9

453 831 9

453 848 9

453 862 9

453 879 9

454 067 14

454 074 14

Article Page No.

454 081 14

454 098 14

454 104 14

454 111 15

454 128 15

454 135 15

460 792 11

460 815 11

460 822 11

461 072 10

461 089 10

461 096 10

461 157 11

461 164 11

461 171 11

461 188 12

461 195 12

461 201 12

461 218 12

461 225 12

461 249 12

477 172 13

477 189 13

477 196 13

477 202 13

477 219 13

477 226 14

477 233 14

477 240 14

477 257 14

477 264 14

534 684 13

534 691 14

556 228 9

Article Page No.

556 235 9

556 242 9

556 495 13

556 501 13

556 518 13

556 525 7

556 532 7

556 549 7

556 556 7

556 563 7

556 570 7

556 617 8

556 624 8

556 631 8

Article number directory

Z dimensions
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Legal notices

The liability period for our products within the scope of our liability insurance covers a period of 5 years from
date of installation and ends at the latest 10 years after delivery by Viega.                                             

Within this period, we are liable for design defect, faulty material, manufacturing defect and failure to instruct
for which we are responsible. The validity of the warranty is subject to correct handling of the products in
accordance with our current assembly instructions and technical documentation as well as adherence to the
recognized standards of technology. The warranty does not apply in cases of incorrect and non-professional
installation.

The Viega system tools such as press tools, press jaws, press rings, Steptec punches, pipe cutters, calibrating
tools etc. are subject to a two-year warranty period from date of purchase at the wholesaler.

Legal notices
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Imprint

Viega GmbH & Co. KG
Viega Platz 1
57439 Attendorn
Germany
Phone: +49/2722/61-0
Fax: +49/2722/61-1566

The Viega GmbH & Co. KG is represented by the general partners: Viega Management B.V. (Managing
directors: Michael Klenz, Sebastian Lelgemann) and Viega Management GmbH (Managing directors: Michael
Klenz, Sebastian Lelgemann)

The Submittal Package contains non-binding information that is being provided to you. All contents in the
Submittal Package have been compiled with the greatest possible care and attention. Despite this, we are
unable to guarantee that the information is up to date, accurate and complete. Placing an order does not
automatically render the Submittal Package part of the contract.

Imprint
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