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m Product group description

Product group description

Threaded connectors made of gunmetal, silicon bronze or copper-silicon alloy with bare or chrome-plated
surface. R-male thread knurled ex factory — no need to roughen before applying hemp.

Marking
Manufacturer, pipe dimension, batch

Dimensions
Ve—4

Note

Threaded connectors made of gunmetal, silicon bronze or copper-silicon alloy are suitable for the creation of
potable water installations according to DIN 1988-200 and EN 806-2 in consideration of the selection of
material in accordance with DIN EN 12502-1 and according to the evaluation basis for metallic materials in
contact with potable water of the Umweltbundesamt (UBA) (German Federal Environment Agency). When used
for other areas of use and when in doubt about the right selection of material, please contact Viega. The system
components should be protected against high concentrations of chloride generated by both the medium and
by external factors. Detailed information about applications, restrictions and national standards and directives
can be found in the product information, either printed or on the Viega website.

Note - Standards and approvals

Threaded connectors made of gunmetal, silicon bronze or copper-silicon alloy in accordance with

DIN EN 10226, Part 1, approved for potable water installations in accordance with DIN 1988 and gas
installations in accordance with DVGW-TRGI 2018 (DVGW Worksheet G 600) (observe notes on the model),
tested in accordance with DVGW Worksheet GW 6 and DIN 3523.

Threaded connector made of gunmetal, silicon bronze or copper-silicon alloy approval in accordance with
DVGW-registration no. DV-7401A02957.

Press connector material
Gunmetal: CC499K

Silicon bronze: CC246E / CW246E
Copper-silicon alloy: CW724R-434

Subject to change without prior notice!

Latest Z- and installation dimensions as well as further technical information can be found on the Viega website
and have to be checked before purchase, planning, construction work and use. Our products are continuously
optimised.

This product description contains important information on choice of product and system, mounting,
commissioning as well as intended use and, if required, on maintenance measures. This information on
products, their features and application techniques is based on currently valid standards in Europe (e.g. EN)
and/or in Germany (e.g. DIN/DVGW). Some passages in the text may refer to technical regulations in
Europe/Germany. These should be considered as recommendations for other countries where no
corresponding national requirements exist. The relevant national laws, standards, regulations, directives and
other technical provisions take priority over the German/European directives specified in this product
description: The information herein is not binding for other countries and regions and should be understood as
recommendation.
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m Certificates

Certificates
DN DVGW Baumusterpriifzertifikat
pvew tap extensions
DN DVGW type examination certificate
pyaw Gunmetal threated fittings

EITS Technical Notice

.LES.T.S.R.L.
Brass and bronze threaded fittings
EM EMI Certificate of Constancy of Performance

Gunmetal threaded fittings
OVGW certificate

VQW bronze threaded fittings (3/8" - 3")

iiK VIK-HR Inspection Certificate 3.2
’ Threaded fittings
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Legal notices

The liability period for our products within the scope of our liability insurance covers a period of 5 years from
date of installation and ends at the latest 10 years after delivery by Viega.

Within this period, we are liable for design defect, faulty material, manufacturing defect and failure to instruct
for which we are responsible. The validity of the warranty is subject to correct handling of the products in
accordance with our current assembly instructions and technical documentation as well as adherence to the
recognized standards of technology. The warranty does not apply in cases of incorrect and non-professional
installation.

The Viega system tools such as press tools, press jaws, press rings, Steptec punches, pipe cutters, calibrating
tools etc. are subject to a two-year warranty period from date of purchase at the wholesaler.
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Imprint

Viega GmbH & Co. KG
Viega Platz 1

57439 Attendorn
Germany

Phone: +49/2722/61-0
Fax: +49/2722/61-1566

The Viega GmbH & Co. KG is represented by the general partners: Viega Management B.V. (Managing
directors: Michael Klenz, Sebastian Lelgemann) and Viega Management GmbH (Managing directors: Michael
Klenz, Sebastian Lelgemann)

The Submittal Package contains non-binding information that is being provided to you. All contents in the
Submittal Package have been compiled with the greatest possible care and attention. Despite this, we are
unable to guarantee that the information is up to date, accurate and complete. Placing an order does not
automatically render the Submittal Package part of the contract.
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