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Product group description

Flow-optimised press connector system with press connectors made of stainless steel 1.4301 and pipes made
of stainless steel 1.4520. Press connectors for protecting the sealing element equipped with cylindrical pipe
guide. Press connectors from d76.1 with stainless steel cutting ring to ensure the mechanical strength of the
connection. For protection pipes are equipped with pipe plugs. The pressing force is located before and behind
the sealing element seat. Suitable for concealed and pre-wall installations of riser pipes and floor installations.

Marking
Manufacturer, pipe dimension, batch, brown dot on press end, symbol »Not approved for potable water
installations«, brown line on the pipes, brown pipe plug, detachable brown label as press indicator from d76.1

Press connector with SC-Contur
Inadvertently unpressed connections become visibly leaky when the system is filled.
Viega guarantees the detection of unpressed connections in the following pressure ranges:
Min. water pressure: 0.1 MPa / 100 kPa / 1 bar / 14.5 PSI
Max. water pressure: 0.65 MPa / 650 kPa / 6.5 bar / 94.3 PSI
Min. air pressure: 22 hPa / 2.2 kPa / 22 mbar / 0.3 PSI
Max. air pressure: 0.3 MPa / 300 kPa / 3 bar / 43.5 PSI

Sealing elements
EPDM (ethylene propylene diene rubber), black, pre-assembled

Notice
The sealing materials of the press connector system are subject to thermal ageing, which depends on the
media temperature and the operating time.
The higher the media temperature, the faster the thermal ageing of the sealing material progresses.
In the case of special operating conditions, e.g. industrial heat recovery systems, it is necessary to compare the
specifications of the appliance manufacturer with the specifications of the press connector system.
Before using the press connector system beyond the areas of application described or if in doubt about the
correct selection of material, please contact Viega.

Dimensions
connector: d15–54 and 76.1–108.0, pipe: d15–54 and 64.0–108.0

Tools
The functional safety of Viega press connector systems depends primarily on the faultless condition of the
press tools used. Viega recommends the use of Viega press tools for pressing Viega press connectors. Viega
press tools have to be regularly maintained by authorised service partners.

Areas of application
Closed cooling and heating systems
Compressed air systems
Solar installations with flat collectors
Solar installations with vacuum collectors (only with FKM sealing element)
Industrial applications

Product group description
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Note
The system components should be protected against high concentrations of chloride generated by both the
medium and by external factors. Use of the system for areas of application and media other than those
described must be agreed in consultation with Viega! Detailed information about applications, restrictions and
national standards and directives can be found in the product information, either printed or on the Viega
website.

Note – Standards and approvals
Press connector system with press connectors and pipes in accordance with DIN EN 10088‑2 and
DIN EN 10312.
For use in heating systems, observe VDI Regulation 2035 and DIN EN 12828.

Operating conditions with EPDM sealing element
The press connector system Temponox can be used with the following operating parameters:
Heating systems in accordance with DIN EN 12828
Operating temperature max. 105 °C / 221 °F

The press connector system Temponox is designed for nominal pressure PN 16.

Press connector material
Stainless steel 1.4301

Material Pipes
Stainless steel 1.4520

Subject to change without prior notice!
Latest Z- and installation dimensions as well as further technical information can be found on the Viega website
and have to be checked before purchase, planning, construction work and use. Our products are continuously
optimised.

This product description contains important information on choice of product and system, mounting,
commissioning as well as intended use and, if required, on maintenance measures. This information on
products, their features and application techniques is based on currently valid standards in Europe (e.g. EN)
and/or in Germany (e.g. DIN/DVGW). Some passages in the text may refer to technical regulations in
Europe/Germany. These should be considered as recommendations for other countries where no
corresponding national requirements exist. The relevant national laws, standards, regulations, directives and
other technical provisions take priority over the German/European directives specified in this product
description: The information herein is not binding for other countries and regions and should be understood as
recommendation.
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Certificates

Certificates

Bureau Veritas Type Approval Certificate

Temponox

CSTB Certificate

Temponox

CSTB QB Certificate

Temponox

DNV GL Type Approval Certificate

Temponox

I.E.S.T. S.R.L.
EITS Certificate

Temponox

ITB National Technical Assessment

Temponox

IZV
IZV Certificate

Temponox

Lloyd´s Register Type Approval Certificate

Temponox

RINA Type Approval Certificate

Temponox / Temponox XL

TÜV Association Certificate

Profipress, Sanpress, Sanpress Inox, Prestabo (d 15 - 108), Temponox

VIK-HR Inspection Certificate 3.2

Temponox
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Z dimensions

Article d L [mm] Z [mm]

809 638 15 38 16

809 645 18 40 18

809 652 22 49 26

809 669 28 58 34

809 676 35 59 33

809 683 42 87 50

809 690 54 105 65

Article d Z [mm] L [mm]

808 884 76.1 99 149

808 891 88.9 115 165

808 907 108.0 138 198

Z dimensions

 

Temponox Elbow 90°
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1716

-
-

 

Temponox XL Elbow 90°
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Note
Not suitable for potable water installations!
Model 1716XL

-
-
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Article d Z [mm] L1 [mm] L2 [mm]

808 921 15 16 38 40

808 938 18 18 40 41

808 945 22 26 49 50

809 751 28 34 58 59

809 768 35 33 59 62

809 775 42 50 87 88

809 782 54 65 105 107

Article d Z [mm] L1 [mm] L2 [mm]

809 805 76.1 99 149 147

809 812 88.9 115 165 162

809 829 108.0 138 198 195

Z dimensions

 

Temponox Elbow 90°
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1716.1

-
-

 

Temponox XL Elbow 90°
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element, cutting ring, separator ring
Note
Not suitable for potable water installations!
Model 1716.1XL

-
-
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Article d Z [mm] L [mm]

809 843 15 7 29

809 850 18 7 29

809 867 22 11 34

809 874 28 14 38

809 881 35 15 41

809 898 42 21 57

809 904 54 27 67

Article d Z [mm] L [mm]

809 928 76.1 46 96

809 935 88.9 52 102

809 942 108.0 61 121

Z dimensions

 

Temponox Elbow 45°
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1726

-
-

 

Temponox XL Elbow 45°
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Note
Not suitable for potable water installations!
Model 1726XL

-
-
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Article d Z [mm] L1 [mm] L2 [mm]

809 966 15 7 29 29

809 973 18 7 29 31

809 980 22 11 34 35

809 997 28 14 38 39

810 009 35 15 41 42

810 016 42 21 57 59

810 023 54 27 67 67

Article d Z [mm] L1 [mm] L2 [mm]

810 047 76.1 46 96 93

810 054 88.9 52 102 99

810 061 108.0 61 121 119

Z dimensions

 

Temponox Elbow 45°
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1726.1

-
-

 

Temponox XL Elbow 45°
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element, cutting ring, separator ring
Note
Not suitable for potable water installations!
Model 1726.1XL

-
-

Temponox - We reserve the right to effect changes. © Viega (08/02/2026) page 9 / 34



Article d L1 [mm] L2 [mm] L3 [mm] L4 [mm] H [mm]

810 085 15 148 104 39 39 48

810 092 18 169 118 45 45 52

810 108 22 190 134 50 50 59

Article d1 d2 d3 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm]

810 122 15 15 15 19 22 19 41 44 41

810 252 15 18 15 21 25 21 43 47 43

810 269 15 22 15 21 27 21 43 50 43

810 290 18 15 18 21 23 21 43 45 43

810 283 18 18 15 21 23 19 43 45 41

810 139 18 18 18 21 23 21 43 45 43

810 306 18 22 18 24 27 24 46 50 46

810 320 22 15 15 21 25 33 44 47 55

810 337 22 15 22 22 25 22 45 47 45

810 344 22 18 18 21 25 34 44 47 56

810 351 22 18 22 22 25 22 45 47 45

810 368 22 22 15 23 27 37 46 50 59

810 146 22 22 22 24 27 24 47 50 47

810 375 22 28 22 24 32 24 47 56 47

810 382 28 15 28 21 29 21 45 51 45

810 399 28 18 28 21 29 21 45 51 45

810 405 28 22 22 23 31 41 47 54 64

810 412 28 22 28 23 31 23 47 54 47

Z dimensions

 

Temponox Crossover
non-corroding steel
plug-in ends

Note
Not suitable for potable water installations!
Model 1709.3

-
-

 

Temponox T-piece
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1718

-
-
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Article d1 d2 d3 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm]

810 153 28 28 28 28 29 28 52 53 52

810 429 35 15 35 19 33 19 45 55 45

810 436 35 18 35 19 33 19 45 55 45

810 443 35 22 35 21 34 21 47 57 47

810 450 35 28 35 27 33 27 53 57 53

810 160 35 35 35 27 27 27 53 53 53

810 467 42 15 42 19 36 19 55 58 55

810 474 42 18 42 19 36 19 55 58 55

810 481 42 22 42 19 38 19 55 61 55

810 498 42 28 42 25 37 25 61 61 61

810 504 42 35 42 25 30 25 61 56 61

810 177 42 42 42 32 32 32 68 68 68

810 511 54 15 54 18 42 18 58 64 58

810 528 54 18 54 18 42 18 58 64 58

810 535 54 22 54 18 44 18 58 67 58

810 542 54 28 54 21 43 21 61 67 61

810 559 54 35 54 25 36 25 65 62 65

810 566 54 42 54 29 38 29 69 74 69

810 184 54 54 54 39 39 39 79 79 79

Z dimensions

 

Temponox T-piece
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1718

-
-
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Article d1 d2 d3 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm]

810 672 76.1 28 76.1 27 47 27 77 71 77

810 689 76.1 35 76.1 30 48 30 80 74 80

810 696 76.1 42 76.1 34 50 34 84 86 84

810 702 76.1 54 76.1 40 50 40 90 91 90

810 207 76.1 76.1 76.1 51 54 51 101 104 101

810 726 88.9 28 88.9 27 54 27 77 78 77

810 733 88.9 35 88.9 30 54 30 80 81 80

810 740 88.9 42 88.9 34 56 34 84 92 84

810 757 88.9 54 88.9 40 57 40 90 97 90

810 771 88.9 76.1 88.9 51 61 51 101 111 101

810 214 88.9 88.9 88.9 57 60 57 107 110 107

810 788 108.0 28 108.0 27 63 27 87 87 87

810 795 108.0 35 108.0 30 64 30 90 90 90

810 801 108.0 42 108.0 34 66 34 94 102 94

810 818 108.0 54 108.0 40 67 40 100 107 100

810 832 108.0 76.1 108.0 51 71 51 111 121 111

810 849 108.0 88.9 108.0 57 70 57 117 120 117

810 221 108.0 108.0 108.0 67 70 67 127 130 127

Z dimensions

 

Temponox XL T-piece
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Note
Not suitable for potable water installations!
Model 1718XL

-
-
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Article d1 Rp d2 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm]

810 863 15 ½ 15 19 19 19 41 29 41

810 870 18 ½ 18 21 20 21 43 30 43

810 887 22 ½ 22 22 22 22 45 32 45

810 894 22 ¾ 22 24 22 24 47 33 47

810 900 28 ½ 28 21 26 21 45 36 45

810 917 28 ¾ 28 23 26 23 47 37 47

809 072 28 1 28 28 27 28 52 40 52

809 089 35 ½ 35 19 29 19 45 40 45

809 096 35 ¾ 35 19 30 19 45 41 45

809 102 42 ½ 42 19 33 19 55 43 55

809 119 42 ¾ 42 19 33 19 55 44 55

809 126 54 ½ 54 18 39 18 58 49 58

809 133 54 ¾ 54 18 39 18 58 50 58

809 140 54 1 54 21 41 21 61 53 61

Article d1 Rp d2 Z1 [mm] Z2 [mm] Z3 [mm] L1 [mm] L2 [mm] L3 [mm] SS [mm]

810 962 76.1 ¾ 76.1 24 51 24 74 62 74 30

810 979 88.9 ¾ 88.9 24 58 24 74 69 74 30

810 986 108.0 ¾ 108.0 24 67 24 84 78 84 30

SS = spanner size

Z dimensions

 

Temponox T-piece
with SC-Contur
non-corroding steel
press connections, Rp-thread

Components
EPDM sealing elements, polygon
Note
Not suitable for potable water installations!
Model 1717.2

-
-

 

Temponox XL T-piece
with SC-Contur
non-corroding steel
press connections, Rp-thread

Components
EPDM sealing elements, cutting rings, separator rings, polygon
Note
Not suitable for potable water installations!
Model 1717.2XL

-
-

Temponox - We reserve the right to effect changes. © Viega (08/02/2026) page 13 / 34



Article d R Z [mm] L [mm] SS [mm]

811 501 15 ⅜ 28 50 19

811 488 15 ½ 31 53 22

811 495 15 ¾ 34 56 27

811 518 18 ½ 30 52 22

811 525 18 ¾ 33 55 27

811 532 22 ½ 31 54 22

811 549 22 ¾ 33 56 27

811 556 22 1 37 60 34

811 563 28 ½ 32 56 30

811 570 28 ¾ 33 57 30

811 587 28 1 36 60 34

811 594 28 1¼ 42 66 43

811 600 35 1 37 64 36

811 617 35 1¼ 43 69 43

811 624 35 1½ 43 69 50

811 631 42 1¼ 45 81 43

811 648 42 1½ 45 81 50

811 655 54 2 49 89 62

SS = spanner size

Z dimensions

 

Temponox Adapter
with SC-Contur
non-corroding steel
press connection, R-thread

Components
EPDM sealing element, polygon
Note
Not suitable for potable water installations!
Model 1711

-
-
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Article d R Z [mm] L [mm] SS [mm]

811 686 76.1 2½ 65 115 80

811 693 88.9 3 69 119 90

811 709 108.0 4 75 135 114

SS = spanner size

Article d Rp Z [mm] L [mm] SS [mm]

811 730 15 ⅜ 13 44 22

811 747 15 ½ 15 49 24

811 754 15 ¾ 17 50 30

811 761 18 ½ 16 48 24

811 778 18 ¾ 16 49 30

811 785 22 ½ 17 50 24

811 792 22 ¾ 17 51 30

811 808 22 1 18 53 36

811 815 28 ¾ 16 52 30

811 822 28 1 18 54 36

811 839 35 ¾ 14 52 30

811 846 35 1 17 57 36

811 853 35 1¼ 19 60 46

811 860 42 1¼ 21 72 46

811 877 42 1½ 21 72 53

SS = spanner size

Z dimensions

 

Temponox XL Adapter
with SC-Contur
non-corroding steel
press connection, R-thread

Components
EPDM sealing element, cutting ring, separator ring, polygon
Note
Not suitable for potable water installations!
Model 1711XL

-
-

 

Temponox Adapter
with SC-Contur
non-corroding steel
press connection, Rp-thread

Components
EPDM sealing element, polygon
Note
Not suitable for potable water installations!
Model 1712

-
-
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Article d Rp Z [mm] L [mm] SS [mm]

811 884 54 2 24 82 65

SS = spanner size

Article d Rp Z [mm] L [mm] SS [mm]

811 914 76.1 2½ 55 105 82

811 921 88.9 3 65 115 100

811 938 108.0 4 75 135 120

SS = spanner size

Article d R L [mm] SS [mm]

810 634 15 ½ 58 22

810 641 18 ½ 57 22

812 355 22 ¾ 61 22

812 362 28 1 65 34

SS = spanner size

Z dimensions

 

Temponox Adapter
with SC-Contur
non-corroding steel
press connection, Rp-thread

Components
EPDM sealing element, polygon
Note
Not suitable for potable water installations!
Model 1712

-
-

 

Temponox XL Adapter
with SC-Contur
non-corroding steel
press connection, Rp-thread

Components
EPDM sealing element, cutting ring, separator ring, polygon
Note
Not suitable for potable water installations!
Model 1712XL

-
-

 

Temponox Plug-in piece
non-corroding steel
plug-in end, R-thread

Components
polygon
Note
Not suitable for potable water installations!
Model 1711.1

-
-
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Article d Rp Z [mm] L [mm] SS [mm]

812 669 15 ½ 41 53 24

812 676 18 ½ 41 53 24

812 683 18 ¾ 41 55 30

812 690 22 ½ 42 54 24

812 706 22 ¾ 42 55 30

812 713 28 1 44 59 36

SS = spanner size

Article d R Z [mm] L1 [mm] L2 [mm] SS [mm]

812 393 15 ⅜ 16 38 41 19

812 409 15 ½ 16 38 44 22

812 416 18 ½ 18 40 46 22

812 423 22 ½ 26 49 59 22

812 430 22 ¾ 26 49 61 27

812 447 28 1 34 58 76 22

812 454 35 1¼ 39 66 78 43

812 461 42 1½ 51 87 102 50

812 478 54 2 95 135 121 62

SS = spanner size

Z dimensions

 

Temponox Plug-in piece
non-corroding steel
plug-in end, Rp-thread

Components
polygon
Note
Not suitable for potable water installations!
Model 1712.1

-
-

 

Temponox Adapter elbow 90°
with SC-Contur
non-corroding steel
press connection, R-thread

Components
EPDM sealing element, polygon
Note
Not suitable for potable water installations!
Model 1714

-
-
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Article d Rp Z1 [mm] Z2 [mm] L1 [mm] L2 [mm] SS [mm]

812 508 15 ½ 16 29 38 39 24

812 515 18 ½ 18 32 40 42 24

812 522 22 ½ 26 44 49 54 24

812 539 22 ¾ 26 44 49 55 30

812 546 28 1 34 58 58 70 36

SS = spanner size

Article d R Z [mm] L1 [mm] L2 [mm]

811 013 15 ⅜ 24 46 29

811 020 15 ½ 24 46 29

811 037 18 ½ 24 46 30

811 044 22 ¾ 26 49 35

811 051 28 1 32 56 41

Z dimensions

 

Temponox Adapter elbow 90°
with SC-Contur
non-corroding steel
press connection, Rp-thread

Components
EPDM sealing element, polygon
Note
Not suitable for potable water installations!
Model 1714.5

-
-

 

Temponox Adapter elbow 90°
with SC-Contur
non-corroding steel
press connection, R-thread

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1714.1

-
-
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Article d Z1 [mm] Z2 [mm] L1 [mm] L2 [mm]

811 075 15 24 11 46 26

811 082 22 24 13 47 28

811 099 22 26 13 49 30

811 105 28 24 15 48 30

811 112 28 26 16 50 32

811 129 28 32 16 56 36

Article d Z [mm] L [mm]

809 065 15 12 56

808 983 18 11 55

808 990 22 13 59

809 003 28 12 60

809 010 35 12 64

809 027 42 12 85

809 034 54 12 93

Z dimensions

 

Temponox Adapter elbow 90°
with SC-Contur
non-corroding steel
press connection, Rp-thread

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1714.2

-
-

 

Temponox Coupling
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1715

-
-
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Article d Z [mm] L [mm]

809 157 76.1 25 125

809 164 88.9 25 125

809 171 108.0 25 145

Article d INDmin [mm] L [mm]

809 195 15 22 81

809 201 18 22 81

809 225 22 23 81

809 232 28 24 96

809 249 35 26 106

809 256 42 36 121

809 263 54 40 136

INDmin = insertion depth minimum

Z dimensions

 

Temponox XL Coupling
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Note
Not suitable for potable water installations!
Model 1715XL

-
-

 

Temponox Slip coupling
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1715.5

-
-
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Article d INDmin [mm] L [mm]

809 287 76.1 50 125

809 294 88.9 50 125

809 300 108.0 60 145

INDmin = insertion depth minimum

Article d1 d2 Z [mm] L [mm] Z* [mm] L* [mm]

809 331 18 15 36 58 30 52

809 355 22 15 35 57

809 362 22 18 37 59

809 379 28 15 50 72

809 386 28 18 47 69

809 393 28 22 42 65

809 409 35 15 56 78

809 416 35 22 51 74

809 423 35 28 43 67

809 430 42 22 65 88

809 447 42 28 65 89

809 454 42 35 54 80

809 461 54 22 80 103

809 478 54 28 75 99

Z* = previous version
L* = length of the previous version

Z dimensions

 

Temponox XL Slip coupling
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements, cutting rings, separator rings
Note
Not suitable for potable water installations!
Model 1715.5XL

-
-

 

Temponox Reducer
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1715.1

-
-
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Article d1 d2 Z [mm] L [mm] Z* [mm] L* [mm]

809 485 54 35 71 97

809 492 54 42 65 101

Z* = previous version
L* = length of the previous version

Article d1 d2 Z [mm] L [mm]

809 515 76.1 35 91 117

809 522 76.1 42 89 125

809 539 76.1 54 84 124

809 553 88.9 54 90 130

809 577 88.9 76.1 81 131

809 584 108.0 54 109 149

809 607 108.0 76.1 102 152

809 614 108.0 88.9 94 144

Z dimensions

 

Temponox Reducer
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1715.1

-
-

 

Temponox XL Reducer
with SC-Contur
non-corroding steel
plug-in end, press connection

Components
EPDM sealing element, cutting ring, separator ring
Note
Not suitable for potable water installations!
Model 1715.1XL

-
-
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Article d Z [mm] L [mm] SS1 [mm] SS2 [mm]

812 232 15 42 86 27 30

812 249 18 41 85 30 27

812 256 22 48 94 37 36

812 263 28 53 101 46 46

812 270 35 58 111 53 50

SS1, SS2 = spanner size

Article d Rp Z [mm] L [mm] SS1 [mm] SS2 [mm]

812 140 15 ½ 29 66 27 30

812 157 18 ½ 28 65 27 30

812 164 22 ¾ 40 79 31 30

812 171 22 1 39 81 37 40

812 188 28 1 48 91 40 37

812 195 35 1¼ 36 83 50 53

812 201 42 1½ 41 98 55 60

812 218 54 2 30 96 66 78

SS1, SS2 = spanner size

Z dimensions

 

Temponox Screw fitting
with SC-Contur
non-corroding steel
press connections
flat sealing

Components
EPDM sealing elements, EPDM flat gasket, union nut screw fitting, polygon
Note
Material data relate to water contacting components.
The union nut consists of brass.
Not suitable for potable water installations!
Model 1760

-
-
-

 

Temponox Adapter union
with SC-Contur
non-corroding steel
press connection, Rp-thread
flat sealing

Components
EPDM flat gasket, EPDM sealing element, union nut screw fitting, polygon
Note
Material data relate to water contacting components.
The union nut consists of brass.
Not suitable for potable water installations!
Model 1762

-
-
-
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Article d R Z [mm] L [mm] SS1 [mm] SS2 [mm]

812 065 15 ½ 46 68 30 27

812 072 18 ¾ 47 69 30 27

812 089 22 ¾ 54 77 30 27

812 096 22 1 54 77 37 34

812 102 28 1 63 87 37 34

812 119 35 1¼ 63 89 53 50

812 126 42 1½ 65 101 60 55

812 133 54 2 78 118 78 72

SS1, SS2 = spanner size

Article d G Z [mm] L1 [mm] L2 [mm] SS [mm]

811 280 15 ½ 21 43 7 24

811 297 15 ¾ 15 37 9 30

811 303 15 1 15 37 8 37

811 310 18 ¾ 15 37 8 30

811 327 18 1 15 37 8 37

811 334 22 ¾ 22 45 8 30

SS = spanner size

Z dimensions

 

Temponox Adapter union
with SC-Contur
non-corroding steel
press connection, R-thread
flat sealing

Components
EPDM flat gasket, EPDM sealing element, union nut screw fitting, polygon
Note
Material data relate to water contacting components.
The union nut consists of brass.
Not suitable for potable water installations!
Model 1765

-
-
-

 

Temponox Connection screw fitting
with SC-Contur
non-corroding steel
press connection, G-thread

Components
EPDM flat gasket, EPDM sealing element, union nut screw fitting, polygon
Note
Material data relate to water contacting components.
The union nut consists of brass.
Not suitable for potable water installations!
Model 1763

-
-
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Article d G Z [mm] L1 [mm] L2 [mm] SS [mm]

811 341 22 1 16 39 8 37

811 358 22 1¼ 18 41 10 46

811 365 22 1½ 23 46 10 53

811 372 28 1 25 49 8 37

811 389 28 1¼ 18 42 10 46

811 396 28 1½ 23 47 10 52

811 402 35 1½ 18 44 10 53

811 419 35 2 23 49 14 66

811 426 42 1¾ 22 58 11 60

811 433 42 2 24 61 14 66

811 440 54 2⅜ 24 64 13 78

811 457 54 2½ 25 66 16 84

SS = spanner size

Article d Z [mm] L [mm]

811 952 15 23 26

811 969 18 23 26

811 976 22 24 27

811 983 28 25 28

811 990 35 27 31

Z dimensions

 

Temponox Connection screw fitting
with SC-Contur
non-corroding steel
press connection, G-thread

Components
EPDM flat gasket, EPDM sealing element, union nut screw fitting, polygon
Note
Material data relate to water contacting components.
The union nut consists of brass.
Not suitable for potable water installations!
Model 1763

-
-

 

Temponox Cap
with SC-Contur
non-corroding steel
press connection

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1756

-
-
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Article d Z [mm] L [mm]

812 003 42 36 41

812 010 54 40 44

Article d Rp Z [mm] L1 [mm] L2 [mm] SS [mm]

812 034 76.1 ¾ 44 105 85 30

812 041 88.9 ¾ 43 104 83 30

812 058 108.0 ¾ 43 115 94 30

SS = spanner size

Z dimensions

 

Temponox Cap
with SC-Contur
non-corroding steel
press connection

Components
EPDM sealing element
Note
Not suitable for potable water installations!
Model 1756

-
-

 

Temponox XL Cap
with SC-Contur
non-corroding steel
press connection, Rp-thread

Components
EPDM sealing element, cutting ring, separator ring, polygon
Note
Not suitable for potable water installations!
Model 1756XL

-
-
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Article DN d Z [mm] L [mm] W1 [mm] W2 [mm] k [mm] Ø1 [mm] Ø2 [mm]

811 136 32 35 44 70 16 18 100 140 18

811 143 40 42 57 93 16 19 110 150 18

811 150 50 54 56 97 16 18 125 165 18

k = bolt circle diameter
Ø1, Ø2 = diameter

Article DN d Z [mm] L [mm] W1 [mm] W2 [mm] Ø1 [mm] Ø2 [mm] n k [mm]

811 174 65 76.1 29 79 15 17 180 18 8 145

811 181 80 88.9 31 81 17 19 200 18 8 160

811 198 100 108.0 31 91 17 19 220 18 8 180

Ø1, Ø2 = diameter
n = number of holes
k = bolt circle diameter

Z dimensions

 

Temponox Flange transition
with SC-Contur
non-corroding steel
flange transition, press connection

Components
fixed flange PN 10/16, EPDM sealing element
Note
Not suitable for potable water installations!
Model 1759

-
-

 

Temponox XL Flange transition
with SC-Contur
use with Sanpress Inox XL Mounting set model 2359.7XL
non-corroding steel
flange transition, press connection

Components
fixed flange PN 10/16, EPDM sealing element, cutting ring, separator ring
Note
Not suitable for potable water installations!
Model 1759XL

-
-
-
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Article DN d Z [mm] L [mm] W1 [mm] W2 [mm] k [mm] Ø1 [mm] Ø2 [mm]

811 204 32 35 40 66 12 14 90 120 14

811 211 40 42 53 89 12 14 100 130 14

811 228 50 54 53 93 12 14 110 140 14

k = bolt circle diameter
Ø1, Ø2 = diameter

Article DN d Z [mm] L [mm] W1 [mm] W2 [mm] Ø1 [mm] Ø2 [mm] n k [mm]

811 259 65 76.1 26 76 12 14 160 14 4 130

811 266 80 88.9 28 78 14 16 190 18 4 150

811 273 100 108.0 28 88 14 16 210 18 4 170

Ø1, Ø2 = diameter
n = number of holes
k = bolt circle diameter

Z dimensions

 

Temponox Flange transition
with SC-Contur
use with Temponox Mounting set model 1759.7
non-corroding steel
flange transition, press connection

Components
fixed flange PN 6, EPDM sealing element
Note
Not suitable for potable water installations!
Model 1759.1

-
-
-

 

Temponox XL Flange transition
with SC-Contur
non-corroding steel
flange transition, press connection

Components
fixed flange PN 6, EPDM sealing element, cutting ring, separator ring
Note
Not suitable for potable water installations!
Model 1759.1XL

-
-
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Article d1 d2 Z1 [mm] Z2 [mm] L1 [mm] L2 [mm]

812 553 18 15 19 21 41 43

812 560 22 15 19 22 41 45

812 577 28 15 19 21 41 45

Z dimensions

 

Temponox Cross piece
with SC-Contur
non-corroding steel
press connections

Components
EPDM sealing elements
Note
Not suitable for potable water installations!
Model 1748

-
-
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Model Page No.

1709.3 10

1711 14

1711.1 16

1711XL 15

1712 15

1712.1 17

1712XL 16

1714 17

1714.1 18

1714.2 19

1714.5 18

1715 19

1715.1 21

1715.1XL 22

1715.5 20

1715.5XL 21

1715XL 20

1716 6

1716.1 7

1716.1XL 7

1716XL 6

1717.2 13

1717.2XL 13

1718 10

1718XL 12

1726 8

1726.1 9

1726.1XL 9

1726XL 8

1748 29

1756 25

1756XL 26

1759 27

1759.1 28

Model Page No.

1759.1XL 28

1759XL 27

1760 23

1762 23

1763 24

1765 24

Model number directory

Z dimensions
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Article Page No.

808 884 6

808 891 6

808 907 6

808 921 7

808 938 7

808 945 7

808 983 19

808 990 19

809 003 19

809 010 19

809 027 19

809 034 19

809 065 19

809 072 13

809 089 13

809 096 13

809 102 13

809 119 13

809 126 13

809 133 13

809 140 13

809 157 20

809 164 20

809 171 20

809 195 20

809 201 20

809 225 20

809 232 20

809 249 20

809 256 20

809 263 20

809 287 21

809 294 21

809 300 21

Article Page No.

809 331 21

809 355 21

809 362 21

809 379 21

809 386 21

809 393 21

809 409 21

809 416 21

809 423 21

809 430 21

809 447 21

809 454 21

809 461 21

809 478 21

809 485 22

809 492 22

809 515 22

809 522 22

809 539 22

809 553 22

809 577 22

809 584 22

809 607 22

809 614 22

809 638 6

809 645 6

809 652 6

809 669 6

809 676 6

809 683 6

809 690 6

809 751 7

809 768 7

809 775 7

Article Page No.

809 782 7

809 805 7

809 812 7

809 829 7

809 843 8

809 850 8

809 867 8

809 874 8

809 881 8

809 898 8

809 904 8

809 928 8

809 935 8

809 942 8

809 966 9

809 973 9

809 980 9

809 997 9

810 009 9

810 016 9

810 023 9

810 047 9

810 054 9

810 061 9

810 085 10

810 092 10

810 108 10

810 122 10

810 139 10

810 146 10

810 153 11

810 160 11

810 177 11

810 184 11

Article Page No.

810 207 12

810 214 12

810 221 12

810 252 10

810 269 10

810 283 10

810 290 10

810 306 10

810 320 10

810 337 10

810 344 10

810 351 10

810 368 10

810 375 10

810 382 10

810 399 10

810 405 10

810 412 10

810 429 11

810 436 11

810 443 11

810 450 11

810 467 11

810 474 11

810 481 11

810 498 11

810 504 11

810 511 11

810 528 11

810 535 11

810 542 11

810 559 11

810 566 11

810 634 16

Article Page No.

810 641 16

810 672 12

810 689 12

810 696 12

810 702 12

810 726 12

810 733 12

810 740 12

810 757 12

810 771 12

810 788 12

810 795 12

810 801 12

810 818 12

810 832 12

810 849 12

810 863 13

810 870 13

810 887 13

810 894 13

810 900 13

810 917 13

810 962 13

810 979 13

810 986 13

811 013 18

811 020 18

811 037 18

811 044 18

811 051 18

811 075 19

811 082 19

811 099 19

811 105 19

Article number directory

Z dimensions
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Article Page No.

811 112 19

811 129 19

811 136 27

811 143 27

811 150 27

811 174 27

811 181 27

811 198 27

811 204 28

811 211 28

811 228 28

811 259 28

811 266 28

811 273 28

811 280 24

811 297 24

811 303 24

811 310 24

811 327 24

811 334 24

811 341 25

811 358 25

811 365 25

811 372 25

811 389 25

811 396 25

811 402 25

811 419 25

811 426 25

811 433 25

811 440 25

811 457 25

811 488 14

811 495 14

811 501 14

811 518 14

Article Page No.

811 525 14

811 532 14

811 549 14

811 556 14

811 563 14

811 570 14

811 587 14

811 594 14

811 600 14

811 617 14

811 624 14

811 631 14

811 648 14

811 655 14

811 686 15

811 693 15

811 709 15

811 730 15

811 747 15

811 754 15

811 761 15

811 778 15

811 785 15

811 792 15

811 808 15

811 815 15

811 822 15

811 839 15

811 846 15

811 853 15

811 860 15

811 877 15

811 884 16

811 914 16

811 921 16

811 938 16

Article Page No.

811 952 25

811 969 25

811 976 25

811 983 25

811 990 25

812 003 26

812 010 26

812 034 26

812 041 26

812 058 26

812 065 24

812 072 24

812 089 24

812 096 24

812 102 24

812 119 24

812 126 24

812 133 24

812 140 23

812 157 23

812 164 23

812 171 23

812 188 23

812 195 23

812 201 23

812 218 23

812 232 23

812 249 23

812 256 23

812 263 23

812 270 23

812 355 16

812 362 16

812 393 17

812 409 17

812 416 17

Article Page No.

812 423 17

812 430 17

812 447 17

812 454 17

812 461 17

812 478 17

812 508 18

812 515 18

812 522 18

812 539 18

812 546 18

812 553 29

812 560 29

812 577 29

812 669 17

812 676 17

812 683 17

812 690 17

812 706 17

812 713 17

Z dimensions
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Legal notices

The liability period for our products within the scope of our liability insurance covers a period of 5 years from
date of installation and ends at the latest 10 years after delivery by Viega.                                             

Within this period, we are liable for design defect, faulty material, manufacturing defect and failure to instruct
for which we are responsible. The validity of the warranty is subject to correct handling of the products in
accordance with our current assembly instructions and technical documentation as well as adherence to the
recognized standards of technology. The warranty does not apply in cases of incorrect and non-professional
installation.

The Viega system tools such as press tools, press jaws, press rings, Steptec punches, pipe cutters, calibrating
tools etc. are subject to a two-year warranty period from date of purchase at the wholesaler.

Legal notices
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Imprint

Viega GmbH & Co. KG
Viega Platz 1
57439 Attendorn
Germany
Phone: +49/2722/61-0
Fax: +49/2722/61-1566

The Viega GmbH & Co. KG is represented by the general partners: Viega Management B.V. (Managing
directors: Michael Klenz, Sebastian Lelgemann) and Viega Management GmbH (Managing directors: Michael
Klenz, Sebastian Lelgemann)

The Submittal Package contains non-binding information that is being provided to you. All contents in the
Submittal Package have been compiled with the greatest possible care and attention. Despite this, we are
unable to guarantee that the information is up to date, accurate and complete. Placing an order does not
automatically render the Submittal Package part of the contract.

Imprint
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