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Product group description

Fonterra radiant heating and cooling systems for new-builds and renovations are used for the heating and
cooling of private or commercial rooms. Numerous versions of construction elements with laying and fixing
possibilities create free spaces in floor, wall and ceiling constructions for creative and economic use – without
radiators in the way.

Fonterra piping systemFonterra piping system
Multi-layer pipes and solid plastic pipes in pipe dimensions d12–25, incl. the appropriate connection system.
PB-pipe, flexible, oxygen seal, colour: red.
PE-Xc pipe, flexible, oxygen-tight, colour: natural.
Solid plastic pipe, flexible, oxygen-tight, colour: natural.
PE-RT/Al/PE-RT pipe, dimensionally stable, oxygen-tight, colour: white.

Fonterra Base Flat 12Fonterra Base Flat 12
Underfloor heating as wet construction system, extremely thin layer, from a total height of 35 mm,
heating/cooling, especially suitable for refurbishments, pipe Ø 12 mm.

Fonterra Base 12/15 and 15/17Fonterra Base 12/15 and 15/17
Underfloor heating as wet construction system, heating/cooling, piping fastening with nub panel, pipe Ø 12,
15, 16, 17 mm.

Fonterra TackerFonterra Tacker
Underfloor heating as wet construction system, heating/cooling, piping fastening with staples, pipe Ø 15, 16,
17, 20 mm.

Fonterra RenoFonterra Reno
Underfloor heating as a dry construction system, heating, especially suitable for floor constructions with low
total height from 21 mm upwards, pipe Ø 12 mm.

Fonterra Side 12Fonterra Side 12
Wall heating as a dry construction system, heating/cooling, pre-mounted elements with integrated pipes, pipe
Ø 12 mm.

Fonterra Side 12 ClipFonterra Side 12 Clip
Wall heating as a wet construction system, heating/cooling, piping fastening with clip rail, pipe Ø 12 mm.

Fonterra Top 12Fonterra Top 12
Heating and cooling ceiling as a dry construction system, heating/cooling, mounting in suspended ceilings,
pipe Ø 12 mm.

Manifolds and control stationsManifolds and control stations
Surface heating and industrial manifolds incl. spare parts, manifold cabinets and compact control stations.

Standard single room regulationStandard single room regulation
Room thermostats, base units and actuators for individual single room regulation.

Tools and miscellaneousTools and miscellaneous
Tools and equipment required for the mounting of Fonterra surface heating systems.

NoteNote
Detailed information about applications, restrictions and national standards and directives can be found in the
product information, either printed or on the Viega website.
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Web application for quick and easy dimensioning and material quantity calculation for surface heating
systems.

Subject to change without prior notice!Subject to change without prior notice!
Latest Z- and installation dimensions as well as further technical information can be found on the Viega
website and have to be checked before purchase, planning, construction work and use. Our products are
continuously optimised.

This product description contains important information on choice of product and system, mounting,
commissioning as well as intended use and, if required, on maintenance measures. This information on
products, their features and application techniques is based on currently valid standards in Europe (e.g. EN)
and/or in Germany (e.g. DIN/DVGW). Some passages in the text may refer to technical regulations in
Europe/Germany. These should be considered as recommendations for other countries where no
corresponding national requirements exist. The relevant national laws, standards, regulations, directives and
other technical provisions take priority over the German/European directives specified in this product
description: The information herein is not binding for other countries and regions and should be understood as
recommendation.
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Permitted pipes

PB 1203 609 658

PE-Xc 1401 609 627
17

2.0

PE-Xc 1401 609 641 2.0

PE-Xc 1401 613 631
20

2.0

PE-Xc 1401 664 435 2.0

PE-Xc 1401 626 952 25 2.3

PE-RT 1403 678 975
16

2.0

PE-RT 1403 678 982 2.0

PE-RT 1403 638 313
17

2.0

PE-RT 1403 638 320 2.0

PE-RT 1403 657 345
20

2.0

PE-RT 1403 657 352 2.0

PE-RT 1403 657 369
25

2.3

PE-RT 1403 657 376 2.3

PB 1405 707 712

12

1.3

PB 1405 615 680 1.3

PB 1405 616 502 1.3

PB 1405 616 519
15

1.5

PB 1405 616 526 1.5

PB 1405 697 600

17

2.0

PB 1405 750 022 2.0

PB 1405 697 617 2.0

PB 1405 703 561 20 2.0

PB 1405 703 585 25 2.3

multi-layer pipe 1406 692 391 16 2.0

Permitted pipes

pipe materialpipe material ModelModel ArticleArticle external Øexternal Ø wall thicknesswall thickness
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Certificates

Certificates

Certificate Fonterra PE-Xc systemCertificate Fonterra PE-Xc system

PE-Xc Rohrleitungssysteme für FB-Heizung

Certificate Fonterra PE-RT systemCertificate Fonterra PE-RT system

PE-RT Rohrleitungssysteme für FB-Heizung

SKZ
SKZ certificateSKZ certificate

Fonterra PB-pipe 3-layer (d 12 - 15)

EMI
EMI certificateEMI certificate

Fonterra Base 12, Base 15, Reno, Tracker, Side 12, Side 12
Clip

EITS
EITS Technical ApprovalEITS Technical Approval

Fonterra

EITS
EITS Aviz TehnicEITS Aviz Tehnic

Fonterra

UKRCERTIFICATION
LLC UKRCertification Certificate of conformityLLC UKRCertification Certificate of conformity

Fonterra
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Z dimensions

d G Z L WS

12 ¾ 7 22 27

15 ¾ 6 21 27

16 ¾ 6 25 27

17 ¾ 8 23 27

20 ¾ 9 25 27

WS = wrench size

d G Z1 Z2 L WS

12 ¾ 8 14 36 30

15 ¾ 8 15 40 30

17 ¾ 8 15 40 30

20 ¾ 10 17 46 29

WS = wrench size

Z dimensions

 

Connection screw fittingConnection screw fitting
brass nickel-plated

Model 1037Model 1037
-

ArticleArticle

614 508614 508

615 796615 796

614 522614 522

614 539614 539

614 553614 553

 

Connection screw fittingConnection screw fitting
nickel-plated gunmetal

Model 1236Model 1236
-

ArticleArticle

614 584614 584

614 591614 591

614 614614 614

614 638614 638
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R Z L WS1 WS2

¾ 20 50 27 27

¾ 20 53 34 37

WS = wrench size

d Z L

12 11 39

15 11 45

16 9 49

17 11 47

20 12 51

25 10 59

d1 d2 Z L

12 15 34 48

15 15 34 51

Z dimensions

 

Clamping ring screw fittingClamping ring screw fitting
brass nickel-plated

Model 1021Model 1021
-

ArticleArticle

614 645614 645

640 972640 972

 

CouplingCoupling
gunmetal

Model 1223Model 1223
-

ArticleArticle

614 676614 676

614 683614 683

692 384692 384

614 706614 706

614 720614 720

636 586636 586

 

Plug-in piecePlug-in piece
gunmetal

Model 1213Model 1213
-

ArticleArticle

637 002637 002

636 999636 999
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Z L1 L2 L3 L4 L5 L6 L7 L8 L9

50 50 100 50 239 60 60 330 53

50 50 100 100 239 60 60 330 28 53

50 50 100 150 269 60 60 330 28 53

50 50 150 200 319 60 60 330 28 53

50 50 200 250 369 60 60 330 28 53

50 50 250 300 419 60 60 330 28 53

50 50 300 350 469 60 60 330 28 53

50 50 350 400 519 60 60 330 28 53

50 50 400 450 569 60 60 330 28 53

50 50 450 500 619 60 60 330 28 53

50 50 500 550 669 60 60 330 28 53

L10 L11 WS1 WS2 WS3

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

210 350 37 24 26

WS = wrench size

Z dimensions

 

ManifoldManifold
stainless steel

Model 1010Model 1010
-

ArticleArticle

786 823786 823

786 830786 830

786 847786 847

786 854786 854

786 861786 861

786 878786 878

786 885786 885

786 892786 892

786 908786 908

786 915786 915

786 922786 922

ArticleArticle

786 823786 823

786 830786 830

786 847786 847

786 854786 854

786 861786 861

786 878786 878

786 885786 885

786 892786 892

786 908786 908

786 915786 915

786 922786 922
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Z1 Z2 L1 L2 L3 H1 H2 WS1 WS2

15 17 24 27 56 41 19 31 7

24 20 37 33 65 53 23 37 13

WS = wrench size

Z L1 L2 L3 WS1 WS2 WS3 H1 H2

65 80 240 378 64 64 37 99 91

65 80 320 458 64 64 37 99 91

65 80 400 538 64 64 37 99 91

65 80 480 618 64 64 37 99 91

65 80 560 698 64 64 37 99 91

65 80 640 778 64 64 37 99 91

65 80 720 858 64 64 37 99 91

65 80 800 938 64 64 37 99 91

65 80 880 1018 64 64 37 99 91

65 80 960 1098 64 64 37 99 91

65 80 1040 1178 64 64 37 99 91

65 80 1120 1258 64 64 37 99 91

65 80 1200 1338 64 64 37 99 91

WS = wrench size

Z dimensions

 

Ball valve setBall valve set
brass nickel-plated

Model 1041Model 1041
-

ArticleArticle

606 275606 275

606 268606 268

 

Industry manifoldIndustry manifold
stainless steel

Model 1007Model 1007
-

ArticleArticle

620 806620 806

620 813620 813

620 820620 820

620 837620 837

620 844620 844

621 957621 957

621 964621 964

621 971621 971

621 988621 988

621 995621 995

622 008622 008

622 015622 015

622 022622 022
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Imprint

Viega GmbH & Co. KGViega GmbH & Co. KG
Viega Platz 1
57439 Attendorn
Germany
Phone: +49/2722/61-0
Fax: +49/2722/61-1566

The Viega GmbH & Co. KG is represented by the general partners: Viega Management B.V. (Managing
directors: Michael Klenz, Sebastian Lelgemann) and Viega Management GmbH (Managing directors: Michael
Klenz, Sebastian Lelgemann)

The Submittal Package contains non-binding information that is being provided to you. All contents in the
Submittal Package have been compiled with the greatest possible care and attention. Despite this, we are
unable to guarantee that the information is up to date, accurate and complete. Placing an order does not
automatically render the Submittal Package part of the contract.

Imprint
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