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Opis grupa proizvoda

Sistem press spojnica sa press spojnicama od bronze i od višeslojnih kompozitnih cevi. Višeslojna kompozitna
cev, stabilnog oblika, nepropusna za kiseonik, boja: bela. Press spojnice sa press fasetama od plemenitog
čelika kako bi se osigurala nepropusnost i mehanička čvrstoća veze. Zbog zaštite su cevi opremljene čepovima
za cevi. Pogodno za nadzidnu i uzidnu montažu usponskih vodova i etažnih instalacija.

Oznaka
Proizvođač, dimenzija cevi, punjenje, zelena tačka na pritisnutom kraju, sivi cevni čep, dozvole sistema

Press spojnice sa SC-Contur
Spojevi koji nehotice nisu spojeni vidljivo cure pri punjenju opreme.
Viega osigurava detekciju nepresovanih spojeva u sledećim opsezima pritiska sa komprimovanim vazduhom:
Min. pritisak vode: 0,1 MPa / 100 kPa / 1 bar / 14,5 PSI
Maks. pritisak vode: 0,65 MPa / 6500 kPa / 6,5 bara / 94,3 PSI
Min. pritisak vazduha: 22 hPa / 2,2 kPa / 22 mbara / 0,3 PSI
Maks. pritisak vazduha: 0,3 MPa / 300 kPa / 3 bara / 43,5 PSI

Dimenzije
d16–63

Alati
Sigurnost ispravnog funkcionisanja Viega sistema press spojnica u prvom redu zavisi od besprekornog stanja
korišćenih press press alata. Za presanje Viega press spojnica Viega preporučuje upotrebu Viega press alata.
Viega press alati moraju redovno da se održavaju od strane ovlašćenih servisnih partnera.

Područje primene
Pitka voda
Instalacije grejanja
Kišnica
Instalacije komprimovanog vazduha

Uputstva
Sistem press spojnica Pexfit Pro prikladan je za izradu instalacija pitke vode prema DIN 1988‑200 i EN 806‑2
pod određenim uslovima izbora materijala prema DIN EN 12502‑1 i prema osnovi procene za metalne
materijale u kontaktu sa pitkom vodom koju je izdala nemačka Savezna agencija za ekologiju (UBA). Kod
upotrebe za druga područja primene i kod nedoumica u vezi sa ispravnim izborom materijala molimo Vas da se
obratite preduzeću Viega. Nije odobrena primena u brodogradnji. Za detaljne informacije o upotrebi,
ograničenjima i nacionalnim standardima i smernicama, pogledajte informacije o proizvodu, bilo štampane ili na
Viega veb stranici.

Radni uslovi za instalacije pitke vode
radna temperatura maks. 70 °C / 158 °F
Radni pritisak maks. 1,0 MPa / 10 bar / 145 PSI

Radni uslovi za instalacije grejanja
Radna temperatura maks. 80 °C / 176 °F
Radni pritisak maks. 1,0 MPa / 10 bar / 145 PSI

Radni uslovi za gasne instalacije
Radna temperatura -20 °C do +70 °C (-4 °F do +158 °F)
Radni pritisak maks. 0,5 MPa / 5 bar / 72,5 PSI
Mešane instalacije su dopuštene nezavisno o smeru protoka.

Opis grupa proizvoda
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Materijali press spojnica
Bronza: CC499K

Zadržavamo pravo na izmene i greške!
Važeće Z-dimenzije i ugradne dimenzije kao i daljnji tehnički podatci moraju se preuzeti sa internet stranice
firme Viega i proveriti pre kupovine, kod projektovanja, ugradnje ili korišćenja. Naši proizvodi kontinuirano se
optimizuju.

Ovaj opis proizvoda sadrži važne informacije o izboru proizvoda odn. sistema, o montaži i puštanju u rad, kao i
o namenskom korištenju i, ako je potrebno, o merama održavanja. Ove informacije o proizvodima, njihovim
svojstvima i tehnikama primene zasnivaju se na aktualno važećim normama u Evropi (npr. EN) i/ili u Nemačkoj
(npr. DIN/DVGW). Pojedini odlomci u tekstu mogu upućivati na tehničke propise u Evropi/Nemačkoj. One bi za
druge zemlje trebale važiti kao preporuke, ukoliko tamo ne postoje nikakvi odgovarajući nacionalni zahtevi.
Dotični nacionalni zakoni, standardi, propisi, norme, kao i drugi tehnički propisi imaju prednost pred
nemačkim/evropskim smernicama ovog opisa proizvoda: ovde prikazane informacije nisu obavezujuće za
druge zemlje i područja te ih treba shvatiti kao podršku.

Opis grupa proizvoda
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Dopuštene cevi

PE-Xc/Al/PE-Xc 4705,0 607 210 16,0 2,0

PE-Xc/Al/PE-Xc 4705,0 607 234 20,0 2,3

PE-Xc/Al/PE-Xc 4705,0 607 241 25,0 2,8

PE-Xc/Al/PE-Xc 4705,0 699 208 32,0 3,2

PE-Xc/Al/PE-Xc 4705,1 679 606
16,0

2,0

PE-Xc/Al/PE-Xc 4703,0 607 258 2,0

PE-Xc/Al/PE-Xc 4703,0 607 272 20,0 2,3

PE-Xc/Al/PE-Xc 4703,0 607 289 25,0 2,8

PE-Xc/Al/PE-Xc 4703,0 586 935 32,0 3,2

PE-Xc/Al/PE-Xc 4703,0 586 942 40,0 3,5

PE-Xc/Al/PE-Xc 4703,0 588 052 50,0 4,0

PE-Xc/Al/PE-Xc 4703,0 588 069 63,0 4,5

PE-Xc/Al/PE-Xc 4704,0 607 302 16,0 25,0

PE-Xc/Al/PE-Xc 4704,0 607 326 20,0 28,0

PE-Xc/Al/PE-Xc 4704,0 761 455 25,0 34,0

PE-Xc/Al/PE-Xc 4704,1 691 455
16,0

2,0

PE-Xc/Al/PE-Xc 4704,1 691 462 2,0

PE-Xc/Al/PE-Xc 4704,1 691 479
20,0

2,3

PE-Xc/Al/PE-Xc 4704,1 691 486 2,3

PE-Xc/Al/PE-Xc 4705,5 734 060
16,0

2,0

PE-Xc/Al/PE-Xc 4705,5 751 401 2,0

PE-Xc/Al/PE-Xc 4705,5 734 077
20,0

2,3

PE-Xc/Al/PE-Xc 4705,5 751 418 2,3

PE-Xc/Al/PE-Xc 4705,6 607 388
25,0

2,8

PE-Xc/Al/PE-Xc 4705,6 784 805 2,8

PE-Xc/Al/PE-Xc 4705,6 761 202
32,0

3,2

PE-Xc/Al/PE-Xc 4705,6 784 812 3,2

PE-RT/Al/PE-RT 4708,0 662 585 16,0 2,0

PE-RT/Al/PE-RT 4708,0 662 592 20,0 2,3

PE-RT/Al/PE-RT 4708,1 662 608 16,0 2,0

PE-RT/Al/PE-RT 4708,1 662 615 20,0 2,3

PE-RT/Al/PE-RT 4708,5 662 622 16,0 2,0

PE-RT/Al/PE-RT 4708,5 662 639 20,0 2,3

PE-Xc 2004,0 776 022 21,0

PE-Xc 2004,0 105 761 25,0

Dopuštene cevi

Materijal cevi Model Artikal Spoljašnji Ø Debljina zida
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PE-Xc 2004,0 110 604 28,0

PE-Xc 2004,0 103 460 34,0

PE-Xc 2004,0 110 499 42,0

Dopuštene cevi

Materijal cevi Model Artikal Spoljašnji Ø Debljina zida
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Sertifikati

Sertifikati

AENOR_AENOR Product Certificate

Viega Smartpress

BULGARKONTROLA Certificate of Conformity

Viega Smartpress

EMI certificate

Profipress, Sanpress, Easytop, Sanpress Inox, Pexfit Pro Fosta, Smartpress, gunmetal
threaded fittings

EMI Certificate of Constancy of Performance

Smartpress/Pexfit Pro pipes

KIWA Product certificate

PE-RT pipes

KIWA Product certificate

Pexfit Pro PE-Xc/Al/PE-Xc piping system

KIWA Product certificate

Pexfit Pro PE-RT piping system

KIWA Product certificate

Metal fittings for plastic piping system Pexfit Pro/Smartpress

KIWA Product certificate

Pexfit Pro PE-RT/Al/PE-RT piping system

KIWA Product certificate

PE-Xc/Al pipes

KIWA Product certificate

Viega Smartpress PE-RT/Al/PE-RT piping system

KIWA Product certificate

PPSU Fittings

Pexfit Pro - Zadržana prava na izmene. © Viega (4.10.2026.) Stranica 7 / 19



Sertifikati

KIWA Product certificate

Viega Smartpress PE-Xc/Al/PE-Xc piping system

KIWA Product certificate

PE-RT/Al pipes

KOMO Product certificate

Pexfit Pro PE-RT/Al/PE-RT piping system

KOMO Product certificate

Metal fittings for plastics piping system Pexfit Pro/Smartpress

KOMO Product certificate

Pexfit Pro PE-Xc/Al/PE-Xc piping system

KOMO Product certificate

PE-Xc/Al pipes

KOMO Product certificate

PPSU Fittings

KOMO Product certificate

Viega Smartpress PE-RT/Al/PE-RT piping system

KOMO Product certificate

PE-RT/Al pipes

KOMO Product certificate

Viega Smartpress PE-Xc/Al/PE-Xc piping system

LLC UKRCertification Certificate of conformity

Pexfit Pro, Smartpress

RISE Certificate

viega Smartpress
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Sertifikati

SLS
SLS Test Certificate

Pexfit Pro

VIK-HR Certificate of Constancy of Performance

Pexfit Pro PE-Xc/Al/PE-Xc

VIK-HR Certificate of Constancy of Performance

Smartpress PE-Xc/Al/PE-Xc

VUPS
VUPS Certificate

Viega Smartpress

WRAS Certificate

Viega Smartpress
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Z-dimenzije

Artikal d1 d2 Z [mm] L [mm]

588 434 32 28 36 64

Artikal d R Z [mm] L [mm] OK [mm]

588 137 32 1 40 68 34

588 144 32 1¼ 43 71 43

830 816 40 1½

588 151 40 1¼ 41 71 43

588 168 50 1¼ 43 79 47

588 175 63 2 49 91 68

OK = otvor ključa

Artikal d1 d2 Z [mm] L [mm]

588 182 32 32 11 67

588 267 40 32 11 69

588 199 40 40 11 71

830 847 50 32 11 82

Z-dimenzije

 

Utični komad
sa SC-Contur
bronza
press priključak, utični završni komad

Model 2713

-
-

 

Prelazni komad
sa SC-Contur
bronza
press priključak, R-navoj

Oprema
Višestrana varijanta
Model 2711

-
-

 

Spojnica
sa SC-Contur
bronza
press priključci

Model 2715

-
-
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Artikal d1 d2 Z [mm] L [mm]

588 274 50 40 11 77

588 205 50 50 11 82

588 281 63 50 11 89

588 212 63 63 11 95

Artikal G Z [mm] L [mm]

116 644 ⅜ 7 85

100 766 ½ 11 92

107 666 ¾ 9 87

Artikal razmak L1 [mm] L2 [mm] L3 [mm] L4 [mm] L5 [mm] M

581 701 80 – 150 253 28 15 228 40 6

razmak = Depth gauge
M = vrsta navoja

Z-dimenzije

 

Spojnica
sa SC-Contur
bronza
press priključci

Model 2715

-
-

 

Čep za probu na pritisak
za sledeće komponente ili namene: provera nepropusnosti
plastika
G-navoj
otporan na vruću vodu

Oprema
Zaptivač, metalni navojni umetak
Model 1516.113

-
-
-
-

 

Držač
za sledeće komponente ili namene: pričvršćivanje zidne pločice na zid
pocinkovani čelik
sa zvučnom izolacijom, promenjiv razmak

Oprema
Set gumenih ploča
Model 2141.3

-
-
-
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Artikal L1 [mm] L2 [mm] L3 [mm] L4 [mm] L5 [mm] M

586 706 140 58 43 24 23 6

M = vrsta navoja

Artikal razmak L1 [mm] L2 [mm] L3 [mm] L4 [mm] L5 [mm] L6 [mm] L7 [mm] M

651 350 70/100/150 370 234 48 40 300 340 40 4

razmak = Depth gauge
M = vrsta navoja

Artikal G1 G2 L Z1 [mm] Z2 [mm] L1 [mm] L2 [mm] OK [mm]

764 067 ½ ¾ 35 18 20 37 50 12

764 074 ½ ¾ 47 17 20 49 62 12

OK = otvor ključa

Z-dimenzije

 

Držač
za sledeće komponente ili namene: bočno pričvršćenje
odgovara za sledeće komponente ili namene: Držač model 2141.3
pocinkovani čelik

Model 2141.4

-
-
-

 

Držač
za sledeće komponente ili namene: instalacije u zidovima, predzidne instalacije,
različiti razmaci
pocinkovani čelik
sa zvučnom izolacijom

Model 2021.7

-

-
-

 

Zidna provodnica
za primenu sa: Vertikalni frezer model 94980
u kombinaciji sa Osigurač od okreta model 2132
bronza, pocinkovani čelik
G-navoj
može se skratiti

Model 2032.1

-
-
-
-
-
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Artikal G OK D [mm]

104 887 ¾ 29 49

OK = otvor ključa
D = External diameter

Artikal d1 d2 T H Z [mm] L [mm] H [mm]

645 090 16 15 52 350 63 78 350

Artikal d Z1 [mm] Z2 [mm] L1 [mm] L2 [mm] L3 [mm] L4 [mm] H1 [mm] H2 [mm]

364 045 15 50 165 105 55 110 210 188 210

379 698 15 50 235 105 55 110 210 258 280

Z-dimenzije

 

Montažna garnitura
za sledeće komponente ili namene: zidna provodnica
G-navoj

Model 1526.414‑897

-
-

 

Pexfit Pro-Set lukova za priključivanje
sa SC-Contur
za sledeće komponente ili namene: podni/zidni završetak, navojni spoj sa
nareznim prstenom, priključak na Pexfit Pro Fosta
odgovara za sledeće komponente ili namene: Smartpress/Pexfit Pro-Višeslojna
sistemska cev artikal 607 258, 607 302, 607 210, Navojna spojnica artikal 112
059

Oprema
Luk 90° od bakra
Model 4777

-

-

 

Blok za priključivanje radijatora
za sledeće komponente ili namene: priključivanje radijatora iz zida, montaža
radijatora nakon završetka svih zidarskih, podnopokrivačkih i molerskih radova

Oprema
Izolaciona kutija, cev od plemenitog čelika d15
Model 1097.6

-
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Artikal d H Z [mm] L1 [mm] L2 [mm] L3 [mm] L4 [mm] H1 [mm] H2 [mm]

586 379 15 150 50 105 214 55 210 109 130

Artikal G razmak Z1 [mm] Z2 [mm] L [mm] OK [mm]

359 133 ¾ 50 42 27 47 30

razmak = Depth gauge
OK = otvor ključa

Artikal G razmak Z1 [mm] L [mm] OK [mm]

359 096 ¾ 50 62 68 30

razmak = Depth gauge
OK = otvor ključa

Z-dimenzije

 

Blok za priključivanje radijatora
za sledeće komponente ili namene: montaža radijatora nakon završetka svih
zidarskih, podnopokrivačkih i molerskih radova, priključivanje radijatora iz zida
može se prilagođavati

Oprema
Izolaciona kutija, cev od plemenitog čelika d15
Model 1097.9

-

-

 

Priključak za radijator
matirano poniklovani mesing
G-navoj, Viega utično sedište
može se zatvoriti, ugaona varijanta

Oprema
Višestrana varijanta
Model 1097.5

-
-
-

 

Priključak za radijator
matirano poniklovani mesing
G-navoj, Viega utično sedište
može se prepraviti sa dvocevne na jednocevnu instalaciju, može se zatvoriti,
prolazna varijanta

Oprema
Višestrana varijanta
Model 1096.0

-
-
-
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Artikal G razmak Z1 [mm] Z2 [mm] L [mm] OK [mm]

359 126 ¾ 50 43 25 47 30

razmak = Depth gauge
OK = otvor ključa

Artikal d G Z1 [mm] Z2 [mm] Z3 [mm] L [mm]

364 052 15 ¾ 15 11 50 118

Artikal d G L1 L2 L3 [mm]

360 399 15 ¾ 121 123 28

Z-dimenzije

 

Priključak za radijator
matirano poniklovani mesing
G-navoj, Viega utično sedište
može se prepraviti sa dvocevne na jednocevnu instalaciju, može se zatvoriti,
ugaona varijanta

Oprema
Višestrana varijanta
Model 1097.0

-
-
-

 

Priključni set za radijatore
matirano poniklovani mesing
može se zatvoriti, ugaona varijanta

Oprema
Navojne spojnice
Model 1097.7

-
-

 

Priključni set za radijatore
poniklovani mesing
može se zatvoriti, ugaona varijanta

Oprema
Navojne spojnice za garnituru reducira 1022.6 i 1022.5
Model 2272.5

-
-
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Artikal G1 G2 Z [mm] L [mm] OK [mm]

137 342 ¾ ¾ 17 25 30

OK = otvor ključa

Z-dimenzije

 

Garnitura reducira
za sledeće komponente ili namene: ventilski radijator sa spoljašnjim navojem G¾

u kombinaciji sa Garnitura reducira model 1096.9
matirano poniklovani mesing
Viega utično sedište

Oprema
Višestrana varijanta
Model 1022.5

-
-
-
-
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Model Strana br.

1022.5 16

1096.0 14

1097.0 15

1097.5 14

1097.6 13

1097.7 15

1097.9 14

1516.113 11

1526.414-897 13

2021.7 12

2032.1 12

2141.3 11

2141.4 12

2272.5 15

2711 10

2713 10

2715 10

4777 13

Popis brojeva modela

Z-dimenzije
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Artikal
Strana

br.

100 766 11

104 887 13

107 666 11

116 644 11

137 342 16

359 096 14

359 126 15

359 133 14

360 399 15

364 045 13

364 052 15

379 698 13

581 701 11

586 379 14

586 706 12

588 137 10

588 144 10

588 151 10

588 168 10

588 175 10

588 182 10

588 199 10

588 205 11

588 212 11

588 267 10

588 274 11

588 281 11

588 434 10

645 090 13

651 350 12

764 067 12

764 074 12

830 816 10

830 847 10

Popis brojeva artikala

Z-dimenzije
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Impresum

Viega GmbH & Co. KG
Viega Platz 1
57439 Attendorn
Germany
Phone: +49/2722/61-0
Fax: +49/2722/61-1566

The Viega GmbH & Co. KG is represented by the general partners: Viega Management B.V. (Managing
directors: Michael Klenz, Sebastian Lelgemann) and Viega Management GmbH (Managing directors: Michael
Klenz, Sebastian Lelgemann)

Kod Submittal Package-a radi se o neobavezujućoj informaciji koja vam stoji na raspolaganju. Svi sadržaji ovog
Submittal Package-a sastavljeni su sa velikom pažnjom. Međutim, ne možemo garantovati da su informacije
ažurne, tačne i potpune. Submittal Package ne postaje deo ugovora uz porudžbinu.

Impresum
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